
This Seam Heater can heat an area of one foot wide by 24 feet 
long when opened to its operating position.  The EXT version has 
six separate four foot heating sections that can be turned on and 
off independent from one another.   
 
This unit is so versatile that it can be attached to a variety of pavers on either side. With an optional 
automatic thermo output control, this Seam Heater has the capability of maintaining a joint temperature 
of 250 degrees at paving speeds up to 40 feet per minute on an average day. 
 
This unit is typically used during the paving process to heat a previously laid asphalt mat’s edge while 
the paver lays its adjoining hot mix.  Projects the are being used on include; highways, roads, large 
parking lots, night work, airport taxiways and runways. 

Asphalt Reheat Systems currently offers two 
main sizes of seam heating units.  The current 
line of seam heaters are in a class of there own 
with regards to mobility and performance. Their 
universal design allows them to be mounted to 
most any kind of asphalt paver. These light 
weight heaters can be easily disassembled and 
transported to any job site.  
  
Like all of the heating units in the A.R.S. line, 
these units use a radiant blue-flame type of heat 
to warm the asphalt's cold joint. This technology 
is superior to the standard infrared heaters and 
was developed specifically to reduce fuel con-
sumption and increase heat output. 
  
Fuel: 
-Low BTU & High Efficiency 
-POL Connection to paver mounted fuel tanks 
-Quick disconnect 20’ high pressure hose. 
-Gas regulated @ 35 PSI 
-High efficiency gas shut-off valves 
-Appropriate air/fuel mixtures for maximum 
   heat output and minimum fuel consumption. 
  
Construction: 
-14 gauge stainless steel construction with 
    1/8 aluminum diamond plate reinforcement. 
-Expanded steel screen protects blanket 
-Double layered 2200° F thermal insulation 
    blanket material. 
-Adjustable side heat shields 
-Deep cycle 12 volt battery 
-Built-in 12 volt battery charger 
-Wheels jacks for easy mobility & adjustments 
-Folds up for compact transportation 
-Battery voltage meter 
-Hour usage meter 
-Thermocouple sensing eye 
-Temperature display & automatic controls 
  
Operation: 

-Electric igniters for all boxes on unit 
-Paver & self power supplies 
-Automatic operation control options 
-Temperature range control 
-Manual On/Off control option 
-Paver motion control 
-Individual heat zone control 
-Low maintenance costs 
 
 

ONE STEP OPERATION  

EFFICIENT FUEL CONSUMPTION  

SHORT HEATING TIMES   

LIGHT WEIGHT DESIGN   

STAINLESS STEEL CONSTRUCTION    

LOW MAINTENANCE  

 LOW POWER REQUIREMENTS  

BUILT IN BATTERY CHARGER 

    

    

 
Toll Free: 1-877-4-REHEAT  
Telephone: 608-298-9301 

Address: 2534 S. Fish Hatchery Rd  
     Madison, WI 53711  

Web: www.asphaltreheat.com  

Heating Area: 16 Linear FT 
Weight: 855 lbs.   
Dimensions: L= 112" (transport) 214” (operating) 
                      W= 49" (transport) 33” (operating) 
                      H= 41" (transport) 33” (operating) 
Options: Manual (battery-paver-motion controls) 
         Automatic (same as manual plus automatic 
         temperature regulation & individual box controls) 
Heating Times: Avg. 25 FT/Min @ 250°F 

Fuel Consumption: At least 2 hrs per 4 gallons of LP 
Usage: Reheating cold paving joints, stamping 

         extended borders, blending uneven seams. 

The standard Seam Heater can heat an area of one foot wide by 16 feet 
long when opened to its operating position. It has four separate, four 
foot heating sections that can be turned on and off independent from 
one another.   
 
This unit also has a versatile design that allows it to be attached on a variety of pavers on either side.  This 
unit is also available with the optional automatic thermo output control, which has the capability of main-
taining a joint temperature of 250 degrees at paving speeds up to 25 feet per minute on an average day.  
 
This unit is typically used during the paving process to heat a previously laid asphalt mat’s edge while the 
paver lays its adjoining hot mix.  Projects the are being used on include; highways, roads, parking lots, 
night work, airport taxiways and runways. 

Heating Area: 24 Linear FT 

Dimensions: L= 166”  (transport) 293” (operating) 
                     W= 49" (transport) 33” (operating) 
                      H= 41" (transport) 33” (operating) 
Options: Manual (battery-paver-motion controls) 
          Automatic (same as manual plus automatic 
          temperature regulation & individual box controls) 
Heating Times: Avg. 40 FT/Min @ 250°F 
Fuel Consumption: At least 1 hr per 4 gallons of LP 

Weight: 1115 lbs. 

Usage: Reheating cold paving joints, stamping 
         extended borders, blending uneven seams. 


